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System performance data

Trisomet® 333 System

Factory applied air seal
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Panel length

General panel information

Cut back

Panel manufacturing tolerance

Thickness, t (mm) 40,60, 80, 100 and 120 Cover width (mm) +2
Maximum length (mm)* 20,000 Thickness (mm) +2
Minimum length (mm) Squareness (mm) <6
On-line 1,800 Cutback (mm) -2+5
Off-line (subject to extra charge) 300 Length (mm) < 3m +5
Cutback (mm)** Length (mm) > 3m +10
Minimum 25 Tolerance is in accordance with BS EN 14509,
MEXinGiy 250 e throughout this brochure are referenced in
oG s o B T L.

40 9.86

60 1062

80 11.00

100 11.80

120 12.60

* The panel length is measured by the length of the external sheet, as shown above.

** Panels will always have one flush end and one cutback end; therefore, they will be handed
and should be ordered according to the direction of lay required.

*** Recommended end laps are 50mm for horizontal, 100mm for vertical and 150mm for roof

applications.
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COMPOSITE ROOF PANEL ORDER/ENQUIRY FORM (Please highlight whether Order or Enquiry)
If part of an official order, please attach all agreed pricing information documentation.
	Alpha Clad Ref:
	

	Customer:
	

	Customer Order No:
	

	Completed By:
	
	Date:
	


	Delivery Address:
	
	Req’d Delivery Date:
	

	
	
	Site Contact:
	

	
	
	Site Telephone:
	

	Post Code:
	
	Office Telephone:
	




	General panel information
	

	Thickness, t (mm)
	40, 60, 80, 100 and 120mm

	Maximum length (mm)
	16000mm

	Minimum length (mm)
	

	On-line
	1800mm

	Off-line
	300mm

	Cutback (mm)
	

	Minimum
	25mm

	Maximum
	250mm








	Thickness (mm)
	U-value

(W/m2K)
	Typical Application

	40
	0.46
	Unheated building

	60
	0.31
	Min Part L requirement - wall

	80
	0.24
	Min Part L requirement - roof

	100
	0.19
	Enhanced

	120
	0.16
	Enhanced





	PANEL INFORMATION

	Profile Reference:
	ACP 34-1000 R
	Inner Skin Gauge:
	0.40mm

	Outer Skin Gauge:
	0.50mm
	Inner Colour/Finish:
	Bright White Lining Enamel

	Outer Colour/Finish:
	
	PIR Core Thickness:
	


	CUTTING SCHEDULE

	Quantity
	Overall length (mm)
	Cut Back (mm)
	Handing (L-R/R-L)
	Mark

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


(This cell for internal use only)





Factory applied air seal
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Core Thickness, t (mm)





Panel shown handed right to left (R-L)





Overall Panel Length (mm)





Cut Back (mm)








ACP 34-1000 R 











       Company registration number: 6416356 England & Wales


