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COMPOSITE WALL PANEL ORDER/ENQUIRY FORM (Please highlight whether Order or Enquiry)
If part of an official order, please attach all agreed pricing information documentation.
	Alpha Clad Ref:
	

	Customer:
	

	Customer Order No:
	

	Completed By:
	
	Date:
	



	Delivery Address:


	
	Req’d Delivery Date:
	

	
	
	Site Contact:
	

	
	
	Site Telephone:
	

	Post Code:
	
	Office Telephone:
	




	General panel information
	

	Thickness, t (mm)
	70 and 90mm

	Maximum length (mm)
	12000mm

	Minimum length (mm)
	

	On-line
	2000mm

	Off-line
	500mm







	Thickness (mm)
	U-value

(W/m2K)
	Typical Application

	70
	0.31
	Min Part L requirement - wall

	90
	0.24
	Enhanced




	PANEL INFORMATION

	Profile Reference:
	Micro-rib Wall Panel
	Inner Skin Gauge:
	0.40mm

	Outer Skin Gauge:
	0.50mm
	Inner Colour/Finish:
	Bright White Lining Enamel

	Outer Colour/Finish:
	
	PIR Core Thickness:
	


	CUTTING SCHEDULE

	Quantity
	Overall length (mm)
	Mark

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


(This cell for internal use only)




















Panel shown handed left to right (L-R)

















       Company registration number: 6416356 England & Wales


